
Rectivent® is a flexible underlay sheet, polypropylene micro perforated,
breathable membrane developed for use on insulation boards in a pitched
roof application. Rectivent protects the insulation boards against rain and
powder snow.

Application(s)

Suitable on Powerroof®, Powerroof® Maxx, L-Ments®.

Board

Description Value Unit Tolerances Standard

Dimensions

Length 5000 mm

Width 1500 mm

Weight 135 g/m²

Appearance

Outer face
Light grey with grid
and logo

Inner face White colored

Double sided tape with liner on upper and lower side of
the membrane

Essential Characteristics

Description Standard EN code Value Unit

Square meter/roll 75 M²

Resistance to water passage EN 1928-A W1

UV resistance (moderate EU climate) 12 weeks

Outdoor exposure as a temporary cover 4 weeks

Vapor permeability: µd/sd 0.025 m

Resistance to air passage (m²h50Pa) EN 12114 < 0.1 m³

Fire behaviour

Reaction to fire (product as such) EN 13501-1 Euroclass E

Rectivent®

Technical specifications can be different in each country. Please check your local Recticel Insulation website for the latest technical
information, available thicknesses and sizes. Recticel Insulation has carefully collected all this information but can not rule out any errors,
therefore Recticel Insulation can not be held responsible for errors on this sheet.
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Standards & Certificates

Standards

CE (EN 13859-1)

Other / Miscelaneous

Handling / Maintenance

Storage Stock dry and protected from direct sunlight
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Technical specifications can be different in each country. Please check your local Recticel Insulation website for the latest technical
information, available thicknesses and sizes. Recticel Insulation has carefully collected all this information but can not rule out any errors,
therefore Recticel Insulation can not be held responsible for errors on this sheet.
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